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This work aims to advance understanding of the coupling between temperature and soot. The ability to
image temperature using the two-line atomic fluorescence (TLAF) technique is demonstrated. Previous
TLAF theory is extended from linear excitation into the nonlinear fluence regime. Nonlinear regime two-
line atomic fluorescence (NTLAF) provides superior signal and reduces single-shot uncertainty from
250K for conventional TLAF down to 100K. NTLAF is shown to resolve the temperature profile across
the stoichiometric envelope for hydrogen, ethylene, and natural gas flames, with deviation from thermo-
couple measurements not exceeding 100K, and typically≲30K. Measurements in flames containing soot
demonstrate good capacity of NTLAF to exclude interferences that hamper most two-dimensional ther-
mometry techniques. © 2009 Optical Society of America
OCIS codes: 120.1740, 120.6780, 300.2530.
1. Introduction
Soot is one of the key elements of many combustion
systems. Soot plays an important, and highly effec-
tive, role in radiative heat transfer. Radiation from
soot is typically the dominant heat transfer mode in
boilers and furnaces [1,2]. Soot is also a commercial
product (>107 tons per annum) used for several ap-
plications, including elastomers, tires, and ink [3].
On the other hand, soot is an unsightly emission
from combustion processes and presents a major en-
vironmental pollutant and health risk [4,5]. A com-
prehensive understanding of the chemical and
physical processes involved in soot formation and
oxidation is therefore essential, not only from a fun-
damental scientific standpoint, but also the applica-
tion in practical combustion systems. To further
understand the complex soot formation and oxida-
tion process in a turbulent environment, there is a
need for the parallel application of accurate mea-
surements and the development of models that are
rigorously tested against reliable data sets. A
multitude of interdependent parameters are of fun-
damental importance to soot; however, temperature
remains one of the most significant in controlling the
chemical reactions and physical processes in combus-
tion systems [6]. The present paper addresses the
need for accurate temperature measurements in
the difficult conditions associated with soot.
Laser-based techniques have supplied the combus-
tion research community with in situ instantaneous,
nonintrusive, temporally and spatially precise mea-
surement of many important parameters of interest
[7]. Producing experimental data sets in flames con-
taining soot using laser-based techniques has been
problematic, however [8]. Absorption, scatter, and
other interferences due to the presence of soot and
its precursors in such flames prevent many laser di-
agnostic techniques, such as Rayleigh scattering,
from being applied reliably to such flames. These is-
sues lead to the application of laser diagnostics often
being limited to idealized clean flames, thus exclud-
ing many flames of practical significance. It is
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therefore apparent that there is a need for alterna-
tive temperature measurement techniques to com-
plement and extend those already in common use.
One of the most experimentally simple, yet useful,
laser-based temperature techniques is Rayleigh scat-
tering. The elastic scatter of light from molecules
gives a measure of the total number density, which,
when coupled with the ideal gas law, allows the tem-
perature to be deduced. Rayleigh scattering mea-
surements can only be employed under very clean,
particle-free situations, because the elastic nature of
the process is highly susceptible to interference from
spurious Mie scatter [9]. Filtered Rayleigh scatter is
less susceptible to interference [10–12] but remains
impractical for highly particle-laden flows.
To circumvent problems associated with elastic
scatter, Raman-based thermometry is possible using
various approaches [9]. The inherently low signal as-
sociated with Raman does restrict the application of
spontaneous Raman approaches to thermometry due
to issues with signal quality and is typically limited
to line measurements. Offering stronger signal,
and more applicable to luminous and particle-laden
flows, coherent anti-Stokes Raman spectroscopy
(CARS)-based thermometry is highly advantageous
[13]. Nonetheless, the necessity for line-of-sight opti-
cal access, the experimental complexity (including ef-
fects of laser mode), and the lack of spatial fidelity in
comparison to planar techniques does restrict the
generic application of CARS [7].
Various laser-induced fluorescence (LIF) strategies
exist for thermometry, all of which are based on the
species’ population according to the Boltzmann dis-
tribution. LIF-based techniques can use either natu-
rally occurring species or a seeded species. The
fluorescence signal is typically quite strong, making
LIF better suited to two-dimensional imaging than
other techniques (e.g., spontaneous Raman). The fre-
quency shift associated with the fluorescence process
is advantageous for reducing interference, especially
in comparison to Rayleigh scattering.
The use of in situ species for LIF thermometry is
limited because of low concentrations of many poten-
tial species (e.g., OH, CN, and CH) and the narrow
regions within the flame in whichmany species exist.
Of the naturally occurring species within a flame,
the OH radical is one of the most commonly used
[8,14–16]. In nonpremixed flames, OH only exists
over a small range of temperature and mixture frac-
tion, and so is not well suited for general measure-
ments [17]. Furthermore, in fuel-rich flames, the OH
concentration is low so that it is poorly suited to si-
multaneous measurements with soot, which is typi-
cally found in the fuel-rich side of the reaction zone
[18]. Nitric oxide (NO), which is formed natively dur-
ing the combustion process, could potentially be used
for thermometry, though additional NO is typically
added to the inlet streams to give a much improved
signal quality [8,19]. However, in the presence of
soot, background interferences can lead to a signifi-
cant error in two-line NO-LIF thermometry [20].
Multiline approaches for NO thermometry alleviate
issues with background [21] but at the cost of being
restricted to averaged results. The excitation wave-
lengths required for NO (around 226nm) can also
cause problems with interference and attenuation,
and pressure broadening of the excitation lines leads
to spectral overlap [22]. Furthermore, in fuel-rich
flames, NO is consumed due to reburn reactions,
leading to a loss of signal [19,23].
Of the laser-based thermometry techniques, two-
line atomic fluorescence (TLAF) is potentially one of
the most suitable for sooting environments, espe-
cially for two-dimensional imaging [7]. TLAF follows
the same principle as other LIF-based thermometry
techniques but uses a seeded atomic species. Some
advantages of the TLAF technique include [24–27]
good sensitivity over a temperature range relevant
to combustion, insensitivity to collisional quenching
effects, and the inelastic nature enables filtering to
minimize interferences from spurious scattering.
Of the atomic species available, indium seeded into
the flame has been identified as a suitable thermo-
metry species for TLAF (e.g., [28]). Indium has good
sensitivity over the temperature range ∼800–2800K
[29] and both wavelengths are in the visible (namely,
410 and 450nm), where interferences are less pro-
nounced than in the UV range, where many spectral
species need to be excited. Recent feasibility studies
[17,27] have shown that TLAF with indium holds
promise for temperature measurement in a highly
sooting environment. The indium is introduced to
the system as indium chloride, which is dissolved
in water. Within the flame front, neutral indium
atoms are generated, which are spectroscopically
probed using the TLAF technique.
The theory was first evaluated by Alkemade [30]
and has subsequently been the interest of other
studies [17,24,27,29,31,32]. The TLAF technique is
based on the optical excitation of two electronic tran-
sitional energy states and the sequential detection of
the spectrally shifted emission. The ratio of the two
fluorescence signals is subsequently used to ascer-
tain the relative population in each of the two energy
levels based on the Boltzmann distribution function.
Conventional TLAF is based on the excitation and
subsequent detection of two wavelengths. These can
be synchronized in sufficiently close succession (a few
hundred nanoseconds) to provide effectively instan-
taneous temperature imaging in turbulent flows,
whose motions are typically at the millisecond time-
scale. As a slight variation on the technique, instead
of using only two wavelengths, scanning is possible.
In such a situation, a narrowband tunable laser is
used to scan over the absorption lines, and the de-
tected spectra can be used to determine the tempera-
ture based on a fit of the resultant curve [32–34]. The
scanning approach has the advantage of being
self-calibrating, but the scanning is not instanta-
neous and so yields only averaged temperature
measurements.
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Previous TLAF theory has been limited to low la-
ser fluence [27], whereby the relationship between
the excitation fluence and the resulting fluorescence
signal is linear. Under such conditions, the signal is
plagued by low signal-to-noise, thus preventing use-
ful single-shot imaging. Of the few studies that have
applied TLAF, time-averaged results have typically
been reported. With some notable exceptions (e.g.,
[29]), virtually all past work on TLAF has been per-
formed in laminar premixed flames, and thus the
limitation of measuring mean temperature has been
acceptable. In the context of turbulent flames, how-
ever, such averaged data are insufficient.
The present study aims to develop the TLAF tech-
nique to improve a sufficient signal-to-noise ratio
(SNR) to allow instantaneous temperature imaging
in turbulent environments. The SNR of TLAF in
the linear fluence excitation regime is assessed. One
approach to achieve the SNR is to extend the fluence
into the nonlinear regime. For work in the nonlinear
regime, simplifications made in previously developed
linear TLAF theory no longer hold. Derivations are
made to facilitate the application of nonlinear regime
two-line atomic fluorescence (NTLAF). The devel-
oped NTLAF technique is used to measure the flame
temperature of three different fuel types across a
range of operating conditions. For assessment of the
NTLAF method, a laminar premixed burner is used.
This avoids the complexities associated with turbu-
lent and/or nonpremixed flames. Future studies will
seek to extend this method to turbulent flames with
simultaneous measurement of soot.
2. Methodology
The TLAF technique is based on the optical excita-
tion of two electronic transitional states and the se-
quential detection of the spectrally shifted emission.
Figure 1 diagrammatically shows the three energy
levels of neutral indium atoms (In) that are relevant
to TLAF. Two transitions to the excited 62S1=2 level
are possible, one each from 52P1=2 and 52P3=2, corre-
sponding to 410.18 and 451:13nm, respectively [35].
The TLAF excitation/detection process consists of
two distinct operations. The Stokes transition re-
quires 410nm laser excitation, and the subsequent
fluorescence is detected at 450nm. The anti-Stokes
process is excited at 450nm and emits at 410nm.
By introducing a small time delay (of the order of
100ns) between the two excitation pulses, in conjunc-
tion with optical filtering, the Stokes fluorescence de-
tected at 450nm may be essentially immune from
spurious scatter from the anti-Stokes excitation at
that same wavelength. The same applies for the
410nm Stokes excitation and anti-Stokes emission.
By both temporally and spectrally shifting the
Stokes and anti-Stokes processes, measurements in
sooting conditions are potentially feasible.
By applying the rate equation for pumping to level
2 via optical absorption from the lower states, in
conjunction with the fluorescence from level 2 to
the lower states, and incorporating the Boltzmann
distribution, it is shown that, in the linear excitation



















Here ΔE is the energy difference between levels, F is
the fluorescence, I is the laser spectral irradiance, λ is
the wavelength, and Ct is a constant dependent on a
number of experimental factors (such as collection ef-
ficiency) and is best determined from experimental
calibration. The subscripts refer to the transition be-
tween the energy levels (Fig. 1).
Equation (1) and previous TLAF studies rely on
the assumption of excitation in the linear LIF re-
gime. To improve the fluorescence signal, there are
potential advantages in extending the fluence be-
yond the linear limit. In this case, the previously de-
fined theory and derivations will no longer apply.
Without any simplifications resulting from linearity
assumptions, the derivation of the temperature fol-
lows a similar procedure but includes two additional
parameters that result in the equation being inde-
pendent of the fluence regime. Following the deriva-













































CA and CS can be derived experimentally from a
fluorescence versus irradiance plot for the twoFig. 1. (Color online) TLAF energy transitions.
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(Stokes and anti-Stokes) excitation schemes, while
CT is determined via calibration.
3. Experimental Setup
A. Experimental Overview
The experimental arrangement is shown in Fig. 2.
Two Nd:YAG-pumped dye lasers are fired nearly si-
multaneously (∼100ns separation) to produce the
410.18 and 451:13nm excitation beams, with line-
widths of 0.4 and 0:3 cm−1, respectively. The 410nm
wavelength is achieved by pumping a mixture of
Pyridine 1 and DCM dye at 532nm (generating
∼667nm) and mixing with the residual 1064nm,
while the 451nm is the output of a 355nm pumped
mixture of Coumarin 450 and Coumarin 460 dyes.
Using the difference in polarization, the 410 and
450nm beams are combined, converted to circular
polarization, and shaped into a coplanar sheet of
45mm height and ∼4:5mm thickness. Circular po-
larization is favored to prevent bias in the detected
signal due to the difference in linear polarization or-
ientation of the beams. A thick light sheet gives an
improved SNR and is sufficient for the current lami-
nar flat-flame burner. However, future experiments
with turbulent flames will require a thinner light
sheet (≲0:5mm).
The laser beams are directed through a glass tank
in the same field of view as the premixed flat-flame
burner (Subsection 3.B). The tank is filled with fluor-
escing dye and facilitates correction of laser energy
variation across the sheet height and between laser
pulses. From both the tank and the flame, the
frequency-shifted fluorescence is detected through
10nm bandwidth interference filters (centered at
410 and 450nm) using two intensified CCD cameras
with f #1:4 lenses. The camera gate width of 50ns is
synchronized to the opposite wavelength excitation
laser pulse to avoid interference from elastic scatter.
The resultant images from each of the cameras are
spatially matched with software using a three-point
matching algorithm during image processing to en-
sure a sufficient overlap of the corresponding images.
Measurements were conducted 20mm above the bur-
ner face to provide a uniform thermal field away from
any interference from the burner.
B. Burner and Seeding Arrangements
In this study, a laminar premixed flat-flame burner is
used as shown in Fig. 3. The burner face measures
50mm × 50mm and consists of a series of tubes
(ø1:6mm) fueled with a premixture of fuel, air, and
nitrogen. The nitrogen acts as a carrier gas to facil-
itate the seeding of indium. The seeder consists of an
ultrasonic nebulizer, which generates a mist of 5 μm
diameter droplets of indium chloride dissolved in dis-
tilled water. To damp variations in the aerosol gen-
eration, a ballast volume is included between the
seeder and the burner [36].
Various fuel types are considered in this paper,
namely, natural gas (≳92% CH4), hydrogen, and
ethylene. The conditions for two selected natural
gas/air flames are shown in Table 1 along with the
range of conditions for the other flames. Much of the
data presented in this paper are shown for a range of
stoichiometries (Φ). In such cases,Φwas adjusted by
varying the fuel flow rate at a constant oxidant flow
rate to maintain a similar volumetric flow rate (and
thus similar seeded indium concentration).
4. Results and Discussion
A. Linear Fluence
The SNR of the indium fluorescence images is depen-
dent on the laser energy used. To optimize the SNR
in this regime, it is necessary to identify the transi-
tion from a linear to a nonlinear response.
To determine the maximum fluence before devia-
tion from the linear regime, the indium fluorescence
is plotted against the excitation energy for both ex-
citation schemes. To generate such a plot, the laser
energy was varied by the addition of neutral density
filters of differing optical density. This approach
maintains consistent optical properties of the laser
while changing the fluence. The flame conditions and
indium seeding concentration are held constant.
Figure 4 presents the (200 shot) average of both
Stokes and anti-Stokes indium fluorescence obtained
for Flame 1 (Table 1) for various laser energies and
thus spectral irradiances. Also included on this plot
is the standard deviation for each point. It is appar-
ent that the fluorescence is linear for a laser energy
of up to 2500W=cm2=cm−1, beyond which nonlinear
behavior is detected. An irradiance of∼3000W=cm2=
cm−1 has previously been indicated to be in the linear
Fig. 2. (Color online) Schematic of experimental layout.
Fig. 3. (Color online) Photograph of Flame 1 (Table 1) and burner.
Burner face measures 50mm× 50mm.
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excitation regime [17,27], consistent with our current
validation.
B. Seeding Concentration
The fluorescence signal is dependent on the number
of neutral indium atoms present in the probe volume.
For the TLAF theory to apply, it is necessary to verify
that the fluorescence is linear with the concentration
of indium. Figure 5 presents the fluorescence inten-
sity as a function of the concentration of indium
chloride in the seeding solution. The indium chloride
concentration is assumed to be directly proportional
to the number of neutral indium atoms within the
flame itself. Shown in Fig. 5 is both the mean and
standard deviation of the integrated fluorescence in-
tensity over a 100-shot data set.
Figure 5 demonstrates that, for the current seed-
ing arrangement, the behavior of the fluorescence
is linear up to a concentration of 10mg=mL. Of
particular note is that, despite an increase in mean
signal with higher concentration, the standard de-
viation (normalized by the mean) remains approxi-
mately constant. This results in there being no net
improvement in the SNR with an increase in the con-
centration of indium. For the remainder of the ex-
perimental results presented, a concentration of
1:5mg=mL is used to ensure linear behavior with
concentration while minimizing the effect of indium
on the flame properties.
It is advantageous to minimize the seeding concen-
tration, because it has previously been indicated that
the presence of metal additives within a flame en-
vironment can influence the soot formation process
[37]. Although global flame properties remain unaf-
fected, metal ions, when present in sufficient quan-
tity, could inhibit coagulation of soot particles [38],
leading to a greater number of small particles and
thus to a higher oxidation rate [39]. For low to moder-
ate seeding concentrations, it has been shown using
laser-induced incandescence measurements that,
within experimental uncertainty, the inclusion of in-
dium does not affect the soot volume fraction [17].
Providing the indium concentration is sufficient to
yield good signal, precise determination of the
concentration is not overly important since the mea-
surement of temperature using the TLAF theory is
independent of the indium concentration. Thermo-
couple measurements confirm that the inclusion of
indium into the flame has a negligible influence on
the flame temperature itself, which is below measur-
able limits.
C. Temperature Calibration
As described in Section 2, to determine temperature
from TLAF requires the evaluation of a calibration
constant. Thus a reference temperature is required
using an independent technique. Here an R-type
thermocouple (ø0:7mm) was used as the primary
reference. The measured thermocouple temperature
was corrected for radiation by applying an energy
balance to the junction [6]. To validate the thermo-
couple measurement, temperature was also mea-
sured using Rayleigh scattering and compared with
adiabatic equilibrium calculations. The results of the
Table 1. Premixed Flat-Flame Conditions
Flame Mode Fuel Type Stoichiometry (Φ) % N2 (vol/vol) Bulk Velocity (m=s) Temperature (K)
1 Natural gas 1.5 18 0.17 1803
2 Natural gas 1.2 14 0.23 2004
3 Natural gas 0.93–1.46 10.0–10.5 0.30–0.32 1810–2033
4 Hydrogen 0.94–3.78 16–28 0.11–0.20 1082–1578
5 Ethylene 0.80–2.25 9.9–17 0.19–0.32 1589–2246
Fig. 4. (Color online) Indium fluorescence as a function of spec-
tral intensity in the linear fluence regime.
Fig. 5. (Color online) Indium fluorescence as a function of indium
chloride concentration.
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independently derived maximum temperature ob-
tained for a premixed natural gas/air flame are
shown in Table 2. The two measured values agree
to within ∼10K. The calculated value agrees with
the measured values to ≲30K. This difference in
temperature is expected due to radiative heat loss
from the flame, which is not accounted for in the
adiabatic equilibrium calculations.
D. Instantaneous Images—Linear Fluence
Figures 6(a) and 6(b) show typical instantaneous
images of the Stokes and anti-Stokes indium fluores-
cence recorded simultaneously under a low spectral
irradiance of approximately 2500W=cm2=cm−1. Each
image has been spatially matched and corrected for
background and detector attenuation. The images re-
present an area 20mm high and 50mm wide, cen-
tered 20mm above the burner face.
Both the Stokes and anti-Stokes images show a
gradient in the indium fluorescence across the width
of the flame. An independent measurement of tem-
perature suggests that the thermal field across the
measurement volume is essentially constant. The
variation in signal is attributed to a variation in
the concentration of neutral indium atoms through-
out the burner. The nonuniformity of indium atoms is
believed to be due to a combination of nonuniform
seeding and the process by which the indium atoms
are formed from the indium chloride solution. In the
context of TLAF, such a difference in concentration
only influences the absolute signal and not the de-
duced temperature. As can be seen in these images,
the nonuniformity affects both the Stokes and the
anti-Stokes fluorescence, thus the differences cancel
out in the temperature expression.
The stoichiometry of the flame presented in Fig. 6
is approximately 1.5, which favors strong indium
fluorescence. Previous studies (e.g., [27]) have also
shown that fuel-rich conditions provide the optimal
environment for maximizing the indium signal. An
increase in signal under fuel-rich conditions is attrib-
uted to the reducing environment necessary for the
conversion of the indium chloride salt to neutral in-
dium atoms [29]. The formation of neutral indium is
believed to involve electron–ion recombination and
molecular dissociation, though the exact process by
which the atoms are produced is complex and
unclear [40].
Despite near-optimal flame conditions, the SNR
(defined as the ratio of the signal intensity to the in-
terpixel noise) of the instantaneous fluorescence
images in Fig. 6 is ∼18∶1 for Stokes and only ∼5∶1
for anti-Stokes.
E. Temperature Measurement—Linear Fluence
From the combination of the instantaneous images
presented in Figs. 6(a) and 6(b), the TLAF equation
[Eq. (1)], and the calibrated thermocouple tempera-
ture, the temperature distribution throughout the
image has been calculated in Fig. 6(c). The calibra-
tion constant was determined by “forcing” the mean
temperature of the averaged images to match the
radiation-corrected thermocouple reading at one
point of the flow [31]. This calibration method limits
the TLAF accuracy to that of a thermocouple (here
30K) but does not affect the precision of the tech-
nique. Determination of the Ct term in Eq. (1) via ca-
libration is preferred over trying to estimate the
necessary terms grouped into the constant. Experi-
mental calibration eliminates the need for accurate
quantification of numerous experimental factors,
such as laser linewidth, collection efficiency, and seed
concentration [31].
Since the calibration constant was chosen based on
this particular flame condition, the temperature
measurement necessarily agrees with the thermo-
couple measurement. Nevertheless, the almost uni-
form temperature distribution appearance, with a
slight increase toward the edges of the flame, follows
the same trend of that measured using the thermo-
couple probe. The high apparent temperature and
gradient at the edges of the flame is a result of the
paucity of indium in the surrounding air. The SNR
of the deduced temperature image is approximately
8∶1, corresponding to an uncertainty of ∼250K.
Table 2. Maximum Temperature Measurements and Calculation for a
Premixed Natural Gas/Air Flame
Technique Maximum
Temperature (K)
Adiabatic equilibrium calculations 2232
Thermocouple (after radiation correction) 2204
Rayleigh scattering 2211
Fig. 6. (Color online) Typical instantaneous images of (a) Stokes
and (b) anti-Stokes indium fluorescence and (c) deduced tempera-
ture in Flame 1 (Table 1). Linear fluence excitation (2500W=cm2=
cm−1). Image size approximately 20mm× 50mm. Laser propaga-
tion from left to right. HAB, height above burner.
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The SNR of the instantaneous temperature image
[Fig. 6(c)] is rather poor. To improve the quality of the
image, Fig. 7 presents the deduced temperature for
the same conditions but now over a 200-shot average.
Being a steady laminar flame, there is no other sig-
nificant loss of information resulting from the aver-
aging. As a result of the averaging, the SNR is
improved to 20∶1 (i.e., ∼100K).
To assess the sensitivity of the technique to oper-
ating conditions, Fig. 8 shows the averaged tempera-
ture image for Flame 2 (Table 1). The calibration
constant for Flame 2 is the same as determined
for Fig. 7. The TLAF measurement yields a tempera-
ture of 2030K, in good agreement with the thermo-
couple measurement of 2004K. Nonetheless, these
images remain averaged over 200 shots.
F. Nonlinear Fluence
The linearity-limited spectral irradiance has been
shown to be 2:5 × 103W=cm2=cm−1 (Subsection 4.A).
Figure 9 now extends the fluence to 5 × 109W=cm2=
cm−1, representing the maximum attainable laser
power when shaped into a line. Despite an increase
in the fluence by 6 orders of magnitude, complete sa-
turation (i.e., to a plateau) does not occur.
It is apparent that there is a potential for a signif-
icant improvement in the signal intensity by increas-
ing the spectral intensity into the nonlinear regime.
An increase in the signal level reduces the suscept-
ibility of the TLAF signal to background interfer-
ence. It therefore offers the potential to improve the
quality of the temperature images.
G. Temperature Measurement—Nonlinear Fluence
The results presented in this subsection are for non-
linear laser excitation using a 45mm × 4:5mm sheet
with an irradiance of 2:5 × 105W=cm2=cm−1.
1. Natural Gas—Images
For nonlinear excitation, Figs. 10(a) and 10(b), re-
spectively, show typical instantaneous Stokes and
anti-Stokes fluorescence images collected simulta-
neously for Flame 1 (Table 1). The SNR of the non-
linear images is ∼25∶1 for Stokes and ∼15∶1 for
anti-Stokes, a significant improvement to that
achieved in the linear regime (Subsection 4.D). Ap-
plying the derived NTLAF theory to these images
yields the deduced temperature image presented
in Fig. 10(c). Again, for nonlinear excitation, the
SNR of the temperature image has improved to
∼20∶1 (∼100K), significantly higher than 8∶1
(∼250K) of the linear regime.
Figure 11 presents a histogram obtained from each
of the instantaneous temperature images for Flame 1
[Figs. 6(c) and 10(c)]. This also demonstrates a signif-
icant improvement in SNR, and hence a reduction in
the uncertainty, by operation in the nonlinear re-
gime. Specifically, while both the linear and the
nonlinear measurements yield a mean temperature
of ∼1800K, the range of measured data spans
1500–2100K for the nonlinear measurement,
Fig. 7. (Color online) Typical averaged images of (a) Stokes and
(b) anti-Stokes indium fluorescence and (c) deduced temperature
in Flame 1 (Table 1). Linear fluence excitation (2500W=cm2=
cm−1). Image size approximately 20mm× 50mm. Laser propaga-
tion from left to right. HAB, height above burner.
Fig. 8. (Color online) Typical deduced temperature image in
Flame 2 (Table 1). Linear fluence excitation (2500W=cm2=cm−1).
Image size approximately 20mm× 50mm. Laser propagation from
left to right. HAB, height above burner.
Fig. 9. (Color online) Indium fluorescence (Stokes) as a function
of spectral intensity to the maximum achievable laser energy.
Vertical red dashed line indicates limit of linearity
(2500W=cm2=cm−1).
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approximately half of the 1200–2400K range mea-
sured in the linear regime.
2. Natural Gas—Stoichiometry
The generality of the NTLAF method depends on the
sensitivity of the constants in Eq. (2) to local condi-
tions, such as species concentration. To assess the
sensitivity of the NTLAF technique to the composi-
tion, the stoichiometry of a premixed natural gas/
air flame was varied. This provides a range of differ-
ing concentrations of key species that may affect the
NTLAF constants.
The formation of neutral indium atoms from the
indium chloride is favored under fuel-rich conditions
(Subsection 4.D). Figure 12 presents the Stokes and
anti-Stokes fluorescence across the range of pre-
mixed natural gas/air flames achievable with the
current flat-flame burner. The increase in indium
atoms in fuel-rich flames can be deduced from the in-
crease in fluorescence signal shown in Fig. 12.
Figure 13 presents the measured temperature de-
rived over a range of stoichiometries. Included in
Fig. 13 are the calibrated radiation-corrected tem-
perature measurements using the thermocouple
probe, as well as the deduced NTLAF temperature.
The maximum temperature measured by NTLAF
and the thermocouple is 2033K. It is also noted that
equilibrium calculations predict a maximum tem-
perature of ∼2060K, within 30K of the NTLAF
and thermocouple measurements. A close agreement
among all three techniques is noted, indicating,
for the first time, the validity of the derived NTLAF
derivations.
The measurements presented in Fig. 13 were ob-
tained at a height 20mm above the burner face.
The NTLAF temperature was evaluated from the
mean over a region of the images corresponding to
the location of the thermocouple bead (measured se-
parately). Also included in Fig. 13 is the standard de-
viation of the data obtained from 200 shots for each
NTLAF data point (indicated by the error bars). The
standard deviation is typically around 100K, repre-
senting an uncertainty of approximately 5%, and is
primarily due to detector noise in the image and im-
perfect correction of the laser beam energy and pro-
file from the reference source (namely, the tank).
Determination of temperature by NTLAF requires
calibration, which has been determined here based
on the maximum temperature condition. Results at
other stoichiometries have been calculated based on
the single calibration point. The close agreement at
the other stoichiometries (≲20K) suggests that the
calibration constants are relatively insensitive to
changes in the flame composition.
The flame stoichiometry was varied by maintain-
ing a constant flow rate of air and nitrogen through
the seeder, and adjusting the fuel flow rate. This en-
sures a relatively constant net flow rate and so also a
consistent seeding concentration. Worth noting is
that the maximum temperature is approximately
180K below the adiabatic flame temperature for
methane. This temperature drop is due to the com-
bined effects of the nitrogen carrier gas and the effect
of the water solvent used in the seeding system,
Fig. 10. (Color online) Typical instantaneous images of (a) Stokes
and (b) anti-Stokes indium fluorescence and (c) deduced tempera-
ture in Flame 1 (Table 1). Nonlinear fluence excitation
(250; 000W=cm2=cm−1). Image size approximately 20mm×
50mm. Laser propagation from left to right. HAB, height above
burner.
Fig. 11. (Color online) Temperature histograms from single in-
stantaneous images of Flame 1 (Table 1) for (a) linear
(2500W=cm2=cm−1) and (b) nonlinear (250; 000W=cm2=cm−1) exci-
tation regimes.
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which has been confirmed with systematic thermo-
couple measurements.
3. Hydrogen—Stoichiometry
Further assessment of the sensitivity of the calibra-
tion constants determined from the maximum tem-
perature condition of the natural gas/air premixed
flame (Subsection 4.G.2) is obtained by performing
the measurements with hydrogen. Figure 14 pre-
sents the measured temperature for premixed
hydrogen/air flames over a range of stoichiometries.
The standard deviation (indicated by the error bars)
obtained from the 200 shots at each NTLAF point is
approximately 5%. Close agreement (typically less
than 80K) is again found between the thermocouple
and the NTLAF measurements. Of particular note is
that, although the calibration constants were deter-
mined for natural gas fuel, they also provide good re-
sults for hydrogen. This is further confirmation of the
validity and wide applicability of the nonlinear the-
ory, even with a single set of constants.
The hydrogen/air mixture can sustain flames with
higher stoichiometries, and so lower temperature,
than is possible for the natural gas/air case. Figure 14
demonstrates that the NTLAF technique can mea-
sure temperatures below 1000K. Assessment of tem-
peratures less than this cannot be achieved with the
current burner.
As previously observed with the natural gas/air
flames, on the lean side of stoichiometry, the indium
fluorescence signal is insufficient to obtain reliable
measurement of temperature using NTLAF.
As with natural gas flames, the temperatures in
the seeded hydrogen/air flames are lower than those
of an unseeded hydrogen/air flame. Again, this is pri-
marily due to the introduction of nitrogen from the
seeding system. For the present system, higher nitro-
gen dilution was required for the hydrogen flame to
enable safe and reliable operation of the burner,
although this is not a general requirement.
4. Ethylene—Stoichiometry
For a further check on the sensitivity of the calibra-
tion constants to fuel type, the measurement was
also performed with ethylene. Figure 15 presents the
measured temperatures for premixed ethylene/air
flames over a range of stoichiometries. As before,
thesemeasurements are derived from the calibration
constants obtained for natural gas (Subsection 4.G.2),
and the standard deviation at each point is approxi-
mately 5%. Again, the NTLAF agrees well with the
thermocouple measurements, with a difference typi-
cally not more than 40K. The leanest (Φ ¼ 0:8) mea-
surement shows the most variation between the
NTLAFand the thermocouple, a difference of around
100K, due to the lower signal under lean conditions.
Ethylene has a high propensity to generate soot.
Flame conditions with Φ > 1:7 (indicated by the ver-
tical dashed line) visually show evidence of the pre-
sence of soot within these flames. Figure 16(a) shows
a photograph of the flame with Φ ¼ 2:25. The de-
duced NTLAF instantaneous single-shot tempera-
ture image for this flame is presented in Fig. 16(b).
The agreement between the NTLAF and the
Fig. 12. (Color online) Fluorescence signal in Flame 3 (Table 1) as
a function of stoichiometry (Φ).
Fig. 13. (Color online) Temperature of Flame 3 (Table 1) over a
range of stoichiometry (Φ) for NTLAF and calibrated thermocou-
ple measurements.
Fig. 14. (Color online) Temperature of Flame 4 (Table 1) over a
range of stoichiometry (Φ) for NTLAF and calibrated thermocou-
ple measurements.
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thermocouple are independent, irrespective of the
presence or absence of soot (Fig. 15). In those flames
with soot, when the laser wavelength is shifted off
resonance, the fluorescence signal was found to be
below detectable limits, demonstrating good capacity
of the present filtering to exclude soot interferences.
Similarly, soot did not influence the thermocouple
readings, as there was no deposition on the bead,
thus not altering its emissivity.
5. Conclusion
TLAF is potentially one of the most suitable two-
dimensional laser-based thermometry techniques
for sooting environments. TLAF has previously been
demonstrated to be feasible in sooting flames, but in-
stantaneous imaging has been elusive. We have ex-
tended the previous TLAF derivations from linear
excitation into the nonlinear fluence regime using ex-
isting theory. NTLAF provides superior signal com-
pared to conventional linear TLAF. Comparisons of
imaging using conventional TLAF to NTLAF have
been presented and have shown that the SNR is im-
proved from∼8∶1 to∼20∶1, leading to a reduction in
the single-shot uncertainty from 250 to 100K.
Temperature imaging with an accuracy of ∼100K
compares favorably to alternative thermometry tech-
niques but with the advantage of being suited to
flames containing soot.
AlthoughNTLAF is susceptible to the effects of dif-
fering composition, the small amount of uncertainty
associated with the determination of the constants
is far outweighed by the ability to collect large-
dimension single-shot images with superior signal,
∼10 times greater for the presented work. Further-
more, this work has demonstrated the validity of the
nonlinear derivations and the applicability of a sin-
gle set of constants across a wide range of flame con-
ditions. Using the calibration from a single natural
gas/air premixed flame, NTLAF has been shown to
resolve the temperature profile across the stoichio-
metric envelope for hydrogen, ethylene, and natural
gas flames, with deviation from thermocouple mea-
surements not exceeding 100K and typically
≲30K, which is within the experimental uncertainty.
NTLAF imaging has also been applied to flames
containing soot. For the soot levels of the flame con-
ditions presented, the background interferences
were below detectable limits, demonstrating good ca-
pacity of filtering to exclude soot interferences. This
also further indicates the ability to use a single set of
NTLAF constants for different flame conditions, in-
cluding in the presence of soot.
Appendix A: Nonlinear Two-Line Atomic Fluorescence
Derivation
Referring to Fig. 1, the rate equation for pumping to
level 2 via optical absorption from lower state i
(namely, i ¼ 0 or 1) is given by [9]
dN2
dt
¼ NiðQi2 þ Bi2Ii2Þ
−N2ðB2iI2i þQ20 þQ21 þ A20 þ A21Þ: ðA1Þ
The subscripts refer to the transition between the en-
ergy levels, N is the population in energy level, Q is
the nonradiative rate constant, A is the transition
probability coefficient for spontaneous absorption
or emission, B is the transition probability coefficient
for stimulated absorption or emission, and I is the
incident laser spectral irradiance. Following excita-
tion, the fluorescence process from level 2 to lower




where F is the fluorescence, hν is the photon energy,
Ω is the collection solid angle, and V is the probe vo-
lume. Taking the ratio of the two fluorescence signals
gives
Fig. 15. (Color online) Temperature of Flame 5 (Table 1) over a
range of stoichiometry (Φ) for NTLAF and calibrated thermocou-
ple measurements.
Fig. 16. (Color online) (a) Photograph of ethylene/air flame with
Φ ¼ 2:25 showing soot. Dashed area indicates approximate laser-
imaging area. (b) Instantaneous NTLAF temperature image for
this flame. Image size approximately 20mm× 50mm. Laser pro-
pagation from left to right. HAB, height above burner.











where ε represents the collection efficiency. The nu-




















Applying the same rearrangement to the denomina-








Using the previously defined CS and CA [Eqs. (3) and
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